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-Coillover Instellation Instructions-

19mm rop AUt

Upper pliow mount

Linear Rate spring

Spring Perch

Spring Perch Lock

Shock Bocty

Lower Coller Lock

Adustatie Lower Coller

Tools Neede

19mm Deep Socket
Imm Wrench

I7mm Wrench or Socket
Iemm Wrench or Socket
I-mm Deep Socket

3 Inch 3/8ths Extension
3/8ths Retchet

=/8ths Wrench

IMPORTANT

Before you proceed with the:
insfalletion You must Preloed the.
5pings. This Wil assure that You
Qet the best performance possible
Ut of Your new OmAHPower
colovers

Please follow the steps below to
propery preload the springs. You
Should preioad the springs before:
they are installed on the vehicie.

Step L Loosen the I9mm nut of the
1P Of the Shock LNt It is flush with
the 0P Of the sheft.Please refer fo
legrem below)

Step 2 Reise the Spring Perch
Lock, Spring Perch, Spring. Dust
Boot, Pllow Mount & Washer Up
LN they are fouching the ISmm
AU, Do Not fighten the I9MM Nut
LNl the very last step affer the
colovers ere completely instalied
nd you have disied in your
desired ride heiont.
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JACK UP YoUr Vehicle and sUPPOT if 0N Jack stands.

Remove your fectony shocks/springs. ONCe removed You should
acjust Your new OmN-Power colovers S that the overal length i
SpProx. 2 shorter fhen fhe factony shock/sprng.-This will be & good
baseline to start with.

Install your new OmNHPower collovers. Torque ol Iimm AUts & bolfs
10 S0 f/1's end ol I7mm Nuts & bolts to L0 f/D's.

Once the collovers are iNstalled YOU Need 10 loosen fhe lower Coller
locks. Now pUF Jour wheels./tires back on the vehicle and lower it
Beck On 1o the Ground. If Your vehicle is aready of the desired ride
height You should proceed fo step 7. VERY IMPORTANT Do NOT lower
fhe venicle more than 3 or demaqe to the front UpPer A-Arm will occur

If Uour vehicie ks Nof o the desired ride height UOU SNoUID feke
measUrements af each Cormer. ONCe YoU have done this 9o ehead
nd jack the Car back UP.

Since your lower Coller I0Cks ere airead Ioosened Lo should now
furn the entire Shock BOd, by hend, Ut each Corner of the vehicle
is of the desired height. You 0o NOT need 10 feke Hhe Snock ouf of
fhe lower control arm. VERY IMPORTANT Be sure NOT fo acjust heiont
from the Upper pring perch, this is oniy Used 1o preload the Sprng..
Short frevel shocks need spring preload fo function properiut

Tighten the lower coller lock and the 19mm nut. Tightening the ISmm
AUF Preloads the SpNG and ensures o greet rde quaiing! This last step
shouid only be performed If Your desired ride height hes been achieved.

Thank You For Purchasing Omni-Power, Enjoy!
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